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Recessed & Spot Lights
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Fixture body made of high-pressure 
aluminum die-casting housing and 
frame, with light and solid structure. 
Fixture surface have been process by 
corrosion proof electrostatic coating to 
give better life in humid environment. 
Lamp options are available for 70 watt / 
150 watt metal halide in Rx7s socket.
Scientifically designed matt / sand 
ballast finish anodized aluminum 
reflector for efficient glare free 
illumination. Heats resistant clear glass 
cover is held in position by twist and lock 
arrangement.

Characteristics / Material

Installation / Mounting

Easy installation and mounting in false 
ceiling as application requires.
Two nos. of retaining clips facilitate 
mounting in false ceilings. Fixture is 
design for easy installation and 
maintenance without disturbing ceiling.
Suitable for : Showroom windows, 
displays, museum, exhibition halls, 
billboards, signboards etc 

Specificaion

Suitable control gear for 70 watt / 150W 
metal halide lamp.
Lamp socket : Rx7s.
IP Rating : IP 20.
As Glitz Bruton 

To specify state :

230

130

Cutout : 210mm

An ideal metal halide  
fixture for commercial applications

Bruton

Glitz Code Description

Bruton  70W MH Bruton   70W MH Recessed Spot light Rx7s

Bruton 150W MH Bruton 150W MH Recessed Spot light Rx7s

Lamp
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