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Flood Lights

Fixture fitted with integral control gear 
equipment.
For lamp replacement, glass is easily 
removable from bottom. 
Installation socket with ø 60mm for pole 
mounting.

To specify state :
Choice of lamps source give flexibility in lumen package, Ra index 
& color temperature.
Socket type : E 40 for 250W / 400W metal halide lamps or 250 W / 
400W SON-T lamp.
Fixture sealed to IP 65.
As Glitz Muscular 

Designed for general outdoor and 
restricted sport area Lighting like
tennis courts & open bowling areas. 
An ideal fixture for downward
lighting requirement 

Muscular

Specification

Body made of high-pressure aluminum 
die-casting with powder coated 
Paint.
Fixture can be adjusted “between 0º to 
180º”.
High purity bat wing shape aluminum 
reflector, ensuring the output of the light 
flux and increasing the reflection ratio.
 The 5mm thick light-passing board is 
tempered & adopts safety with good light 
Permeability and shock resistance

Characteristics / Material 

Installation / Mounting

Glitz Code Description

Muscular 250MH Muscular Flood 250 Watt Metal Halide

Muscular 250SW Muscular Flood 250 Watt SON-T E 40 15

Muscular 400MH Muscular Flood 400 Watt Metal Halide E 40 15

Muscular 400SW Muscular Flood 400 Watt SON-T E 40 15

E 40 15

Lamp
Socket

Weight
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