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Flood Lights

Fixture fitted with integral control gear 
equipment.
Fixture body consist of three parts, glass, 
base plate and top covering with two 
bolts to make fixture dust proof.
Fitted on wall with base plate for easy 
installation and maintenance in future.
3 cable entry spigot hole to suit different 
needs.

To specify state :
Choice of lamps source give flexibility in lumen package, Ra index 
& color temperature.
Socket type : E 27 for 80W / 125W high-pressure mercury vapour 
lamp or 70 watt SON – I lamps.
IP rating : IP 55.
As Glitz Phoenix

Wall mounted outdoor security
light, suitable for wide range of 
application

Phoenix

Specification

Body made of high-pressure aluminum 
die-casting.
Toughened lined glass for better light 
distribution. 
High purity aluminum reflector, with the 
unique glare proof design and uniform 
illumination.
The air proof enclosure adopts silicon 
resin rubber with good high-temperature 
resistance and anti-aging performance.

Characteristics / Material 

Installation / Mounting

Glitz Code Description

Phoenix 80MV Phoenix Security 80 Watt Mercury Vapour

Phoenix 125MV Phoenix Security 125 Watt Mercury Vapour E 27 9

Phoenix 70SW Phoenix Security 70 Watt SON-I E 27 9

    

E 27 9

Lamp
Socket

Weight
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