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Flood Lights

Base plate of 310mm for mounting 
fixture.
Both sides are attached scale plates, 
convenient to adjust projecting angles.
Easy installation and maintenance with 
pre-connect gearbox.
Applicable Places : The projective 
illumination of various large-scale 
spaces such as soccer stadiums, docks, 
squares, and high-rise buildings etc.

To specify state :
Choice of lamps source give flexibility in lumen package, Ra index 
& color temperature.
Socket type : PsFC20MHN 1800 watt & X528 for 1000W / 2000W 
Metal halide discharge lamp.
IP rating : IP 65.
As Glitz Tara 

An ideal flood lighting system 
with symmetrical reflectors for 
sports fields

Tara

Specification

Round shape high-pressure aluminum 
die-casting body.
5mm thick tempered safety glass plus 
stainless steel guard web nets and high 
purity aluminum reflectors.
The special built-in dark slide makes the 
projective light beam concentrated, 
which can be utilized to reduce the light 
pollution of scattered lights.

Characteristics / Material 

Installation / Mounting

Glitz Code Description

Tara 1800MH Tara Flood 1800 Watt Metal Halide

Tara 1000MH Tara Flood 1000 Watt Metal Halide X528 14

Tara 2000MH Tara Flood 2000 Watt Metal Halide X 528 14

  PsFC20MHN 14

Lamp
Socket

Weight
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