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Flood Lights

(A support for rider's foot, hanging from 
the saddle)
Cable gland in control gear box is 
suitable for ø 8-12mm circular section 
cable.

Fully adjustable mounting stirrup          

To specify state :
Integral control gear fit at back of fixture for 70W / 150W metal 
halide lamp.
Lamp socket : Rx7s. 
IP Rating : IP 65.
As Glitz Ulrike 

A range of floodlight for
architectural outdoor application

Ulrike

Specification

black powder coated surface.
5mm heat resistance-toughened glass 
fitted with silicone gasket.
High purity symmetric aluminum 
reflector, with the anodize finish.
Control gear box is at the back of the 
fixture with three way terminal block and 
fitted earth wire.
Front glass is fitted with four stainless 
steel screw for easy access for the 
purpose of maintenance.

Body made of die-cast aluminum with 

Characteristics / Material 

Installation / Mounting

Glitz Code Description

Ulrike  70MH Ulrike Flood  70 Watt Metal Halide Rx7s 7

Ulrike 150MH           Ulrike Flood 150 Watt Metal Halide Rx7s 7

Lamp
Socket

Weight

Light Distribution curve

100

200

300

00

060

030 030

060

400

170

1
8
5

1
7
6

260

145

ø10.5

80 2-9x18


	Page 9

