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High-pressure aluminum die-casting 
housing and frame, with light and solid 
structure. Fixture surface have been 
processed by  cor ros ion  proo f  
electrostatic coating to give better life in 
humid environment. 
Fixture  control gear, novel design, 
beautiful structure, firm and durable.
Lamp options are available for 35 watt ~ 
150 watt Metal halide in G 12 socket. 
Scientifically designed matt finish 
anodized aluminum reflector for efficient 
glare free illumination. Reflector is fitted 
into frame with three steel screws. Flat 
tempered glass visor comes with 
shockproof feature. Glass is fixed with 
heat-prof silastic ring for better 
performance. Fixture with feature of 
355° rotation and up to 20° ~ 160° tilt.

Characteristics / Material

Installation / Mounting

2Supplied with 1.5 m (3 x 1 mm ) main 
cable and flex.
Easy installation and mounting on wall or 
ceiling as application requires.
Fixture is installed on surface by 
removable mounting plate.
Suitable for: Interior use as showroom 
windows,  d isp lays ,  b i l lboards ,  
signboards etc 

Specification

To specify state :
Fixture with integral control gear for 35 watt ~ 150W metal 
halide lamp.
Lamp socket : G 12.
IP Rating : IP 20
As Glitz Walley

Walley

An elegant and modern design 
spot light with G12  metal
halide lamp 
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Glitz Code Description

Walley  35W MH Walley   35W MH Surface Mounting Spot light G 12

Walley  70W MH Walley   70W MH Surface Mounting Spot light G 12

Walley 150W MH Walley 150W MH Surface Mounting Spot light G12

Lamp
Socket
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