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Recessed & Spot Lights
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High-pressure aluminum die-casting 
housing and frame, with light and solid 
structure. Fixture surface have been 
process by corrosion proof electrostatic 
coating to give better life in humid 
environment. 
Integral electro magnetic control gear, 
novel design, beautiful structure, firm 
and durable.
Lamp options are available for 70 watt / 
150 watt metal halide in Rx7s socket. A 
heat resistant clear glass cover is held in 
position by four steel screws in face of 
fixture. 
Scientifically designed shine finish 
anodized aluminum reflector for efficient 
light illumination. 
Fixture cab be rotated upto 355° and can 
be tilted upto 40° ~ 150° .

Characteristics / Material

Installation / Mounting

2Supplied with 1.5 m (3 x 1 mm ) main 
cable and flex.
Easy installation and mounting on wall or 
ceiling as application requires.
Fixture is installed on surface by 
removable mounting plate.
Suitable for: Showroom windows, 
displays, museum, exhibition halls, 
billboards, signboards etc 

Specification

To specify state :
Integral control gear fit at back of fixture for 70 watt / 150W 
metal halide lamp.
Lamp socket : Rx7s.
IP Rating : IP 20
As Glitz Zeon

Glitz Code Description

Zeon  70W MH Zeon   70W MH Surface Mounting Spot light 

Zeon 150W MH Zeon 150W MH Surface Mounting Spot light Rx7s

Rx7s

Lamp
Socket

A surface mounted metal halide 
spot light with integral control
gear

Zeon
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